
Product Data Sheet

BISCO® MRF-400 Melamine

Product Availability 

BISCO® MRF-400 is a highly versatile, low-density 
melamine foam engineered to deliver exceptional 
performance in technically demanding 
applications. This material is designed for durable 
comfort in transportation seating and for acoustic 
and thermal insulation in components and 
enclosures used across transportation and 
technical equipment applications.

The information contained in this Data Sheet is intended to assist you in designing with Rogers’ Elastomeric Material Solutions.  It is not 
intended to and does not create any warranties, express or implied, including any warranty of merchantability or fitness for a particular 
purpose or that the results shown in this Data Sheet will be achieved by a user for a particular purpose. The user should determine the 

suitability of Rogers BISCO products for each application. The Rogers logo, BISCO, and the BISCO logo are trademarks of Rogers 
Corporation or one of its subsidiaries. © 2026  Rogers Corporation.  All rights reserved. 0126-PDF • Publication #180-478  
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NOMENCLATURE 

BISCO MRF-400 foam materials meet global flame, smoke, and toxicity (FST) regulations and are available 
in bun or sheet form.

Features & Benefits:
• Extremely low density (outstanding compressibility and flexibility)
• Excellent thermal resistance, usable from -200°C to 240°C
• Outstanding acoustic noise absorption
• Rated to the most stringent flame standards
• Rated for Flame Smoke Toxicity (FST)

The following guidelines are provided as a reference for designers and buyers to quickly understand 
the availability of MRF-400 foam products for their specific application needs.

BISCO MRF-400 is cut-to-size, with cut thicknesses available from 3.125 to 304.8 mm (0.125 to 12 in).

Nomenclature Example:

MRF400DGRY 18.500x48.000x97.000 

Product family = MRF-400
Color = Dark Gray
Dimensions specified in inches

• Product is quoted via RFQ
• Product is only available in dark gray
• If a decimal is requested, or if converting from metric to imperial units, the dimension is not a whole

number. The dimension shall be listed with three significant digits (example: 8.01” will be listed as 8.010”)
• Additional technical information and product specifications are available upon request

For more information and to request a material sample, please contact our product experts at 
solutions@rogerscorp.com
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