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BISCO® Silicones – Product Availability – General Industrial 
 
 
CELLULAR SILICONE PRODUCTS 

 
BF-2000 - Ultra Soft Cellular Silicone 

TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Black 

1/8 0.125 3.18 36 914 60 18.3 180 16.7 32 15 

3/16 0.188 4.76 36 914 40 12.2 120 11.1 30 14 

1/4 0.250 6.35 36 914 40 12.2 120 11.1 38 17 

3/8 0.375 9.53 36 914 20 6.1 60 5.6 27 12 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 32 15 

 
 
 

BF-1000 Extra Soft Cellular Silicone 
 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Black, White, Gray 

1/16 0.063 1.59 36 914 60 18.3 180 16.7 23 10 

3/32 0.094 2.38 36 914 60 18.3 180 16.7 29 13 

1/8 0.125 3.18 36 914 60 18.3 180 16.7 32 15 

3/16 0.188 4.76 36 914 40 12.2 120 11.1 30 14 

1/4 0.250 6.35 36 914 40 12.2 120 11.1 38 17 

3/8 0.375 9.53 36 914 20 6.1 60 5.6 27 12 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 32 15 

5/8 0.625 15.88 36 914 20 6.1 60 5.6 40 18 

3/4 0.750 19.05 36 914 20 6.1 60 5.6 47 21 

1 1.000 25.40 36 914 10 3.0 30 2.8 55 25 

 
 
 
 
 
 
 
 
 

Elastomeric Material Solutions 
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CELLULAR SILICONE PRODUCTS (continued) 

 
 

HT-870 Soft Cellular Silicone 
 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Black 

1/16 0.063 1.59 36 914 60 18.3 180 16.7 24 11 

3/32 0.094 2.38 36 914 60 18.3 180 16.7 29 13 

1/8 0.125 3.18 36 914 60 18.3 180 16.7 37 17 

3/16 0.188 4.76 36 914 40 12.2 120 11.1 35 16 

1/4 0.250 6.35 36 914 40 12.2 120 11.1 46 21 

3/8 0.375 9.53 36 914 20 6.1 60 5.6 33 15 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 43 20 

 
 

HT-800 Medium Cellular Silicone 
TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Black, Gray 

1/32 0.031 0.79 36 914 60 18.3 180 16.7 19 9 

1/16 0.063 1.59 36 914 60 18.3 180 16.7 29 13 

3/32 0.094 2.38 36 914 60 18.3 180 16.7 41 19 

1/8 0.125 3.18 36 914 60 18.3 180 16.7 49 22 

3/16 0.188 4.76 36 914 40 12.2 120 11.1 47 21 

1/4 0.250 6.35 36 914 40 12.2 120 11.1 59 27 

3/8 0.375 9.53 36 914 20 6.1 60 5.6 44 20 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 58 26 

 
 

HT-820 Firm Cellular Silicone 
TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Gray 

1/32 0.031 0.79 36 914 60 18.3 180 16.7 20 9 

1/16 0.063 1.59 36 914 60 18.3 180 16.7 34 15 

3/32 0.094 2.38 36 914 60 18.3 180 16.7 34 15 

1/8 0.125 3.18 36 914 60 18.3 180 16.7 55 25 

3/16 0.188 4.76 36 914 40 12.2 120 11.1 52 25 

1/4 0.250 6.35 36 914 40 12.2 120 11.1 67 30 
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CELLULAR SILICONE PRODUCTS (continued)  

 
HT-840 Extra Firm Cellular Silicone 

 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Gray 

1/16 0.063 1.59 36 914 60 18.3 180 16.7 34 15 

3/32 0.094 2.38 36 914 60 18.3 180 16.7 37 17 

1/8 0.125 3.18 36 914 60 18.3 180 16.7 40 18 

3/16 0.188 4.76 36 914 40 12.2 120 11.1 58 26 

1/4 0.250 6.35 36 914 40 12.2 120 11.1 79 36 

 
 
 
CLOSED-CELL SILICONE SPONGE 
 

RS-870 Soft Closed-Cell Silicone Sponge 
TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Gray 

  3/32 0.094 2.38 36 914 60 18.3 180 16.7 29 13 

  1/8  0.125 3.18 36 914 60 18.3 180 16.7 37 17 

  3/16 0.188 4.76 36 914 40 12.2 120 11.1 35 16 

  1/4  0.250 6.35 36 914 40 12.2 120 11.1 46 21 

 3/8 0.375 9.53 36 914 20 6.1 60 5.6 30 14 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 40 18 

 5/8 0.625 15.88 36 914 15 4.5 45 4.1 31 14 

 3/4 0.750 19.05 36 914 3 0.9 9 0.8 9 4 

Other dimensions upon request, Untrimmed. 

 
RS-800 Medium Closed-Cell Silicone Sponge 

TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Gray 

  1/16 0.063 1.59 36 914 60 18.3 180 16.7 33 15 

  3/32 0.094 2.38 36 914 60 18.3 180 16.7 47 21 

  1/8  0.125 3.18 36 914 60 18.3 180 16.7 37 17 

  3/16 0.188 4.76 36 914 40 12.2 120 11.1 35 16 

  1/4  0.250 6.35 36 914 40 12.2 120 11.1 46 21 

 3/8 0.375 9.53 36 914 20 6.1 60 5.6 45 20 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 60 27 

 5/8 0.625 15.88 36 914 3 0.9 9 0.8 11 5 

 3/4 0.750 19.05 36 914 3 0.9 9 0.8 13 6 

Other dimensions upon request, Untrimmed. 
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CLOSED-CELL SILICONE SPONGE (continued) 
 

RS-820 Firm Closed-Cell Silicone Sponge 
TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Gray 

  1/16 0.063 1.59 36 914 60 18.3 180 16.7 32 15 

  3/32 0.094 2.38 36 914 60 18.3 180 16.7 47 21 

  1/8  0.125 3.18 36 914 60 18.3 180 16.7 37 17 

  3/16 0.188 4.76 36 914 40 12.2 120 11.1 35 16 

  1/4  0.250 6.35 36 914 40 12.2 120 11.1 46 21 

 3/8 0.375 9.53 36 914 20 6.1 60 5.6 53 24 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 70 32 

 5/8 0.625 15.88 36 914 3 0.9 9 0.8 13 6 

Other dimensions upon request, Untrimmed. 

 
 

RS-840 Extra Firm Closed-Cell Silicone Sponge 
TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Gray 

  1/16 0.063 1.59 36 914 60 18.3 180 16.7 32 15 

  3/32 0.094 2.38 36 914 60 18.3 180 16.7 47 21 

  1/8  0.125 3.18 36 914 60 18.3 180 16.7 37 17 

  3/16 0.188 4.76 36 914 40 12.2 120 11.1 35 16 

  1/4  0.250 6.35 36 914 40 12.2 120 11.1 46 21 

 3/8 0.375 9.53 36 914 20 6.1 60 5.6 53 24 

1/2 0.500 12.70 36 914 20 6.1 60 5.6 70 32 

 5/8 0.625 15.88 36 914 3 0.9 9 0.8 15 7 

Other dimensions upon request, Untrimmed. 
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CELLULAR SILICONE PRODUCTS (continued) 
 
 

MF1® 35 and 55 Open-Cell Foam 
 TYPICAL SHEET - BLOCK SIZE 

  THICKNESS WIDTH LENGTH TOTAL PER SHEET APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet mm ft2 m2 lbs. kg 

White 

  1/4  0.250 6.35 24 610 4 1219 8 0.744 1 0.5 

 3/8 0.375 9.53 24 610 4 1219 8 0.744 1.5 0.7 

1/2 0.500 12.70 24 610 4 1219 8 0.744 2 0.9 

  3/4  0.750 19.05 24 610 4 1219 8 0.744 3 1.4 

1 1.000 25.40 24 610 4 1219 8 0.744 4 1.8 

2 2.000 50.80 24 610 4 1219 8 0.744 8 3.6 

3 3.000 76.20 24 610 4 1219 8 0.744 12 5.4 

4 4.000 101.60 24 610 4 1219 8 0.744 16 7.3 

6 6.000 152.40 24 610 4 1219 8 0.744 24 10.9 

8 8.000 203.20 24 610 4 1219 8 0.744 32 14.5 

 
 

MF1® 75 Open-Cell Foam 
 TYPICAL SHEET - BLOCK SIZE 

  THICKNESS WIDTH LENGTH TOTAL PER SHEET APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet mm ft2 m2 lbs. kg 

White 

1/4 0.250 6.35 24 610 4 1219 8 0.744 1.6 0.7 

3/8 0.375 9.53 24 610 4 1219 8 0.744 2.4 1.1 

1/2 0.500 12.70 24 610 4 1219 8 0.744 3.2 1.4 

3/4 0.750 19.05 24 610 4 1219 8 0.744 4.8 2.2 

1 1.000 25.40 24 610 4 1219 8 0.744 6.3 2.9 

2 2.000 50.80 24 610 4 1219 8 0.744 12.7 5.7 

3 3.000 76.20 24 610 4 1219 8 0.744 19.0 8.6 

6 6.000 152.40 24 610 4 1219 8 0.744 38.0 17.2 
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SPECIALTY CELLULAR 
 

RF-120 (BF-1000 on Aluminum Fabric) 
 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

White 
  0.098 2.50 36 914 60 18.3 180 16.7 23 10 

  0.197 5.00 36 914 40 12.2 120 11.1 33 15 

 
 

IF-200 (BF-1000 on Fiberglass) 
 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

White   0.197 5.00 36 914 40 12.2 120 11.1 33 15 

 
 

FPC Fire Blocking Material 
 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

White 

  1/16 0.063 1.59 36 914 50 15.2 150 13.9 34 15 

  1/8  0.125 3.18 36 914 50 15.2 150 13.9 56 25 

  1/4  0.250 6.35 36 914 50 15.2 150 13.9 112 50 

 
 

ELECTRICALLY CONDUCTIVE SOLID 
 
 

EC-2130 Electrically Conductive Solid Silicone  
TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Dark Gray 
1/16 0.063 1.59 36 914 10 3 30 2.8 19 9 

1/8 0.125 3.18 36 914 10 3 30 2.8 38 17 

Note: Minimum order of one (1) full roll is required for all EC-2130 Electrically Conductive Solid Silicones. 

Not available with Adhesive 
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  ELECTRICALLY CONDUCTIVE SOLID, continued 
 

EC-2265 Electrically Conductive Solid Silicone  
TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Black 

  0.020 0.51 36 914 40 12.2 120 11.1 15 32 

  1/32 0.031 0.79 36 914 40 12.2 120 11.1 23 50 

  1/16 0.063 1.60 36 914 40 12.2 120 11.1 46 101 

  3/32 0.094 2.39 36 914 40 12.2 120 11.1 69 151 

1/8 0.125 3.18 36 914 40 12.2 120 11.1 91 201 

1/4 0.250 6.35 36 914 30 9.1 90 8.4 137 302 

Adhesive option only available on ≥0.031” thickness 

 
 

SOLID SILICONE PRODUCTS  
 

HT-1200 Series General Purpose Solid Silicones - FDA/NSF51 compliant 
 TYPICAL ROLL SIZE 

    THICKNESS WIDTH LENGTH TOTAL 
APPROX. SHIP 

WEIGHT  

PRODUCT # COLOR(S) inch mm inches mm ft m ft2 m2 lbs. kg 

HT-1240 
Red, Black, 

Gray, 
White 

1/32 0.031 0.79 

36 914 90 27.4 270 25.1 48 22 

HT-1250 36 914 90 27.4 270 25.1 51 23 

HT-1260 36 914 90 27.4 270 25.1 53 24 

HT-1270* 36 914 90 27.4 270 25.1 55 25 

HT-1240 
Red, Black, 

Gray, 
White 

1/16 0.063 1.59 

36 914 90 27.4 270 25.1 98 44 

HT-1250 36 914 90 27.4 270 25.1 103 47 

HT-1260 36 914 90 27.4 270 25.1 107 49 

HT-1270* 36 914 90 27.4 270 25.1 112 51 

HT-1240 
Red, Black, 

Gray, 
White 

3/32 0.094 2.38 

36 914 60 18.3 180 16.7 97 44 

HT-1250 36 914 60 18.3 180 16.7 101 46 

HT-1260 36 914 60 18.3 180 16.7 105 48 

HT-1270* 36 914 60 18.3 180 16.7 110 50 

HT-1240 
Red, Black, 

Gray, 
White 

1/8 0.125 3.18 

36 914 60 18.3 180 16.7 130 59 

HT-1250 36 914 60 18.3 180 16.7 136 62 

HT-1260 36 914 60 18.3 180 16.7 142 64 

HT-1270* 36 914 60 18.3 180 16.7 147 67 

*  Note:  Minimum order of one (1) full roll is required to produce the material (if not in stock).  Red color stock; Black, gray and white are made to order. 

Adhesive option only available on ≥0.031” thickness 
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   SOLID SILICONE PRODUCTS, continued 
 

HT-1500 Fiberglass Reinforced Solid Silicone (70 Durometer) 
 TYPICAL ROLL SIZE 

    THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP 
WEIGHT  

PRODUCT # COLOR(S) inch mm inches mm ft m ft2 m2 lbs. kg 

HT-1500 Red 

1/32 0.031 0.79 36 914 90 27.4 270 25.1 55 25 
1/16 0.063 1.59 36 914 90 27.4 270 25.1 112 51 
1/16 0.063 1.59 39.4 1000 90 27.4 296 27.4 123 56 
3/32 0.094 2.38 36 914 60 18.3 180 16.7 110 50 
1/8 0.125 3.18 36 914 60 18.3 180 16.7 147 67 
1/8 0.125 3.18 39.4 1000 60 18.3 180 18.3 161 73 

Adhesive option only available on ≥0.031” thickness 

 
HT-6210 Performance Solid Silicone (10 Durometer)  

 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Gray 

  0.010 0.25 36 914 50 15.2 150 13.9 17 8 

  0.020 0.50 36 914 50 15.2 150 13.9 28 13 

  1/32 0.031 0.79 36 914 50 15.2 150 13.9 39 18 

  1/16 0.063 1.59 36 914 50 15.2 150 13.9 75 34 

  1/8  0.125 3.18 36 914 50 15.2 150 13.9 116 53 

Not available with Adhesive 

 
HT-6220 Performance Solid Silicone (20 Durometer)  

 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Black 

  0.010 0.25 36 914 50 15.2 150 13.9 17 8 

  0.020 0.50 36 914 50 15.2 150 13.9 28 13 

  1/32 0.031 0.79 36 914 50 15.2 150 13.9 39 18 

  1/16 0.063 1.59 36 914 50 15.2 150 13.9 75 34 

  1/8  0.125 3.18 36 914 50 15.2 150 13.9 116 53 

Not available with Adhesive  

 
HT-6135 Performance Solid Silicone (35 Durometer)  

  TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Cream 

  0.010 0.25 36 914 50 15.2 150 13.9 23 10 

  0.020 0.50 36 914 50 15.2 150 13.9 28 13 

  1/32 0.031 0.79 36 914 50 15.2 150 13.9 39 18 

  1/16 0.063 1.59 36 914 50 15.2 150 13.9 75 34 

Adhesive option only available on ≥0.031” thickness 
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   SOLID SILICONE PRODUCTS (continued) 
 

HT-6240 Performance Solid Silicone (40 Durometer)  
 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Transparent 

  0.010 0.25 36 914 50 15.2 150 13.9 23 10 

  0.020 0.50 36 914 50 15.2 150 13.9 28 13 

  1/32 0.031 0.79 36 914 50 15.2 150 13.9 39 18 

  1/16 0.063 1.59 36 914 50 15.2 150 13.9 75 34 

  1/8  0.125 3.18 36 914 50 15.2 150 13.9 116 53 

Adhesive option only available on ≥0.031” thickness 

 
 

HT-6360 Performance Solid Silicone (65 Durometer) 
 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Black 

  0.020 0.50 36 914 50 15.2 150 13.9 29 13 

  1/32 0.031 0.79 36 914 50 15.2 150 13.9 43 19 

  1/16 0.063 1.59 36 914 50 15.2 150 13.9 80 36 

  1/8  0.125 3.18 36 914 50 15.2 150 13.9 156 71 

 
 

SPECIALTY SOLID 

 
 

HT-200 Sound Block 
 TYPICAL ROLL SIZE 

  WEIGHT WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) lbs./sq ft kg/sq m inches mm feet m ft2 m2 lbs. kg 

Black 

0.250 1.22 36 914 50 15.2 150 13.9 38 17 

0.500 2.44 36 914 50 15.2 150 13.9 75 34 

0.750 3.66 36 914 50 15.2 150 13.9 113 51 

1.000 4.88 36 914 50 15.2 150 13.9 150 68 

1.250 6.10 36 914 50 15.2 150 13.9 188 85 

1.500 7.32 36 914 50 15.2 150 13.9 225 102 

OPTION 1: HT 200 available with 1-side fiberglass on thickness 0.25 PSF and above.  Additional cost. 

OPTION 2: HT 200 available with 2-sided fiberglass on thickness 0.5 PSF and above.  Additional cost. 
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MEDICAL GRADE SOLID SILICONE 

 
MS1600 Series (40 to 70 Durometer) USP Class 6 

 TYPICAL ROLL SIZE 

  THICKNESS WIDTH LENGTH TOTAL APPROX. SHIP WEIGHT  

COLOR(S) inch mm inches mm feet m ft2 m2 lbs. kg 

Translucent 

 0.01 0.25 36 914 120 36.6 360 33.4 23 10 
 0.015 0.38 36 914 120 36.6 360 33.4 34 15 
 0.020 0.51 36 914 120 36.6 360 33.4 46 21 

1/32 0.031 0.79 36 914 60 18.3 180 16.7 35 16 

1/16 0.063 1.60 36 914 60 18.3 180 16.7 72 33 

3/32 0.094 2.39 36 914 60 18.3 180 16.7 106 48 

1/8 0.125 3.18 36 914 60 18.3 180 16.7 142 64 

Not available with Adhesive 

 
 

VALUE-ADDED OFFERINGS  
All Cellular, Specialty and Performance Solids 

ACRYLIC ADHESIVE one-side 
ACRYLIC ADHESIVE two-sides 
SILICONE ADHESIVE (one-side only) 

Minimum slit width must be > the thickness 
ordered. Slitting widths of <1/4" are NOT 
AVAILABLE for any material. 

Check with Rogers' Customer Service for pricing.  
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BISCO® Silicones Order Specifications Converters, Major Converters and Preferred Converters 
 
Minimum Order Size – The minimum order quantity for BISCO® cellular and solid silicone products is based on the lowest bracket price for each material 
quantity. To inquire about minimum quantities for tapes and slit to-width products, please contact a Rogers Corporation (“Rogers”) Customer Service 
Representative. 
 
Order Placement - Orders will be accepted by fax, e-mail or mail, but errors in transmission are the customer’s responsibility. The order must be clearly 
marked “Confirming” or the cost due to a duplicate shipment will be the customer’s responsibility. 
 
Order Acknowledgement - All orders are subject to (i) written acceptance (ii) the order specification for BISCO Silicones (iii) the Rogers Standard Terms 
and Conditions of Sale.  Rogers will normally confirm orders within 24 hours.  In the event of any inconsistency between this BISCO® Silicones Order 
Specifications and Rogers Standard Terms and Conditions of Sale, the terms of this BISCO® Silicones Order Specifications shall prevail. 
 
A copy of the Rogers Standard Terms and Conditions of Sale are available at:  https://rogerscorp.com/en/terms-and-conditions 
 
Lead Times – Are established at time of acceptance and will depend if they are stock or made to order items. 
 
Blanket Orders - Single product blanket orders will be accepted with a maximum of three (3) releases within ninety (90) days, provided each release 
meets the line-item minimum order size. Additions to blanket orders must be separately accepted by Rogers in writing.  An appropriate shipping 
schedule must accompany the order. 
 
Order Size Increases - Increases to existing orders will be subject to new order lead times or, in certain circumstances, require an entirely new order. 
 
Cancellation - A cancellation charge will be applied if manufacturing of a material has been started, completed or where special raw materials have been 
purchased. If the material is deemed resalable by Rogers, a 15% restocking fee will apply. If the material is deemed not resalable by Rogers, a full (100%) 
cancellation charge will apply. 
 
Cancellation charges will not apply if:  
(1) The order has been accepted, but not scheduled.  
(2) The order has been accepted and scheduled, but no special raw material or labor costs have been incurred by Rogers. 
 
Standard and Nonstandard Materials - All materials shown within the Product Availability are considered “Standard Materials”. Materials not in the 
Product Availability are considered “Non-Standard” materials.  Standard materials are categorized as “Made to Stock” (MTS) and “Made to Order” (MTO) 
materials. Contact a Rogers Customer Service Representative for current lead time information for each type, (MTS) and (MTO) materials.    
 
To request non-standard thicknesses, widths, length or colors, contact a Rogers Customer Service Representative. Non-Standard  
Material orders are available but are subject to special charges and/or higher minimum order quantities. All Nonstandard materials are MTO items. 
 
Standard roll lengths - Are defined by material.   Rogers reserves the right to ship either two short rolls or one spliced roll with one (1) splice, to yield 
total length required for a standard price page item or nonstandard quoted item.  
 

 Spliced rolls will have 2 LF (0.60 m) of added material provided at no charge. 
 Spliced rolls will have a maximum of one splice. 
 Spliced rolls will come with a single lot number. Two separate lot numbers may be spliced together into a single roll. Once combined they will 

be given a single lot number with averaged results by Rogers for tracking. 
 Short rolls or portions of a spliced rolls will not have any length less than 20% of standard price page roll length as stated on the price pages. 
 No more than 20% of an order line item will have splices on orders of five (5) or more rolls. 
 Orders of one to four (1 to 4) rolls may have up to one splice per line item 

Note: If a customer requires an exact roll length or no spliced rolls for an order line item, this information must be on the purchase order at time of 
ordering and will be subject to an additional charge of 5% for the line item. 

Program pricing and volume discounts will be honored for short rolls if the following two conditions are met: 
 The part number matches the part number in an existing order, except for Trimmed/Untrimmed (T/U) 
 The short rolls are deducted from an existing order  
 Any short rolls that are placed as a separate purchase order will be at Customer list pricing 

 
Roll Tolerance - Length tolerance of rolls shipped is +15%/-0% of length based on standard roll length as stated on the price pages.  
 
Width tolerance on full-width trimmed rolls is +1.0/-0.0 inch. For materials that are provided untrimmed, a special notation, “U”, is made after the width. 
Untrimmed materials will be fractionally wider than the standard or specified width. The stated expected use-able width is the amount of material that 
meets specifications and charged for on the order. 
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BISCO® Silicones Order Specification Major Converter and Preferred Converter Level, cont. 
 
Over and Under shipments - All price page materials (MTS and MTO) and all nonstandard materials are subject to a +15% over /-10% under shipment 
range of total of each line item ordered. If exact quantity is required, please note at time of order.    
 
Shipping and Handling - The customer may choose a preferred carrier.  If specific shipment instructions are not chosen, or should the customer fail to 
collect the goods within 20 working days from the date of Rogers Corporation notifying the customer about the goods’ readiness in dispatch, Rogers 
Corporation reserves the right to ship the goods with the forwarder of its own choice and bill the customer for freight and all associated costs.  Third 
party billing instructions must be requested by the customer on the original order or the shipment will be shipped collect.   
 
Customers may take advantage of Rogers’ preferred carrier discount. Material will ship pre-paid and added to the invoice.  
 
A 20% fee may be charged for drop shipping. 
 
Expediting - Orders being expedited that are already acknowledged, or entered inside of the normal lead time, may be subject to an expediting charge 
of 20%.  
 
NOTE:  An order amendment or new order must be received from the customer to cover the expediting charges. 
 
Material Complaints - Material complaints should be directed to a Rogers Customer Service Representative. A response will be provided in a timely 
fashion. 
 
Returns - Rogers must be notified within 30 days of shipment regarding material non-conformances. Rogers Customer Service must issue a Return 
Material Authorization, after which the customer has 30 days to return material for credit. 
 
Returned materials must be properly packaged to prevent damage and must carry Rogers lot numbers. Rogers reserves the right not to accept returned 
materials if they are damaged.  
 
The following definitions apply: 

 All returns are subject to approval. MTS or MTO Standard Materials being returned are subject to a restocking fee of 15% of the purchase price 
and the customer is responsible for freight costs. 

 Non-Standard MTO material will not be accepted unless it is a quality issue and is approved for return. Customarily, a sample of the defective 
material must be sent to obtain approval. 

Sample Policy – The standard sample size is 8”x10” sheets (maximum 5) per line item. Larger samples may be requested but may be subject to approval. 
Ask a local Rogers Customer Service Representative for details or e-mail solutions@rogerscorp.com. 
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